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              TENDER NOTICE 

On the behalf of Director, IISERMohali, Sealed tenders in two bid system are invited, for supplying and fixing the carpet in 

auditorium. along with the EMD money Rs 21,000.00 in favour of the Registrar, IISER Mohali,  so as to reach us latest by 

28th February 2012 before 3 pm.

                                                                                    

                                                                                                            

                                                                                                                                   Sd/-
                                                                                                                      Stores and Purchase Officer

                                    

IISER Mohali

http://www.iisermohali.ac.in/
mailto:stores@iisermohali.ac.in


LOOP PILE (Roll)- 
Specifications

Pile Fibre 100% BCF Polypropylene

Yam construction Bulk Continuous Filaments

Yarn Type Solution Dyed

Machine Gauge 2.54 mm (1/10'')
39.4 rows/100mm

Stitch Rate 40/10-45/10 cms

Construction Plain Loop

Density Factor 157,600177,750 tufts/m2

Tufted Pile Weight 450-850 gms/m2(+5%)

Tufted Pile Height 5mm -7mm(+5%)

Primary Backing Woven Polypropylene

Secondary Backing Action Back

Moth Proofing Naturally 
Resistant

Bond Strength 30 Newton

Tuft Withdrawal 
Strength

20 Newton

Flammability (ASTM D2859-96  & CPSC-FF-170) 8 passes 

Static Generation Under 3 KV

Light Fastness 5+

Warranties 10 Years Limited Wear
10 Years Anti-Static
10 Years Anti-Stain

Location Usage Guidance Commercial:Heavy Duty

Width (mts) 3.66 + 0.05

Roll Length (mts) Approx. 30-35

Fixing: Floor will be first cleaned and depressions be filled with POP or suitable adhesive to 
make the floor even. The carpet will be than laid by applying carpet  rubber solution SR 
998 on both, floor and the carpet . The carpet will be light pressed for proper fixing.

Colour:- Samples (probably three) to be provided along with the quotes.

Defect Liability period: One year after completion of job.

Completion period: Two weeks



Mode of selection

The agency/vendor are requested to quote as per the following:

Envelop-A

a)Technical part- Containing samples, list of works executed in past with certificates duly self attested, 
                             manpower, set up in Chandigarh nearby area, CA certificate showing the annual 
                             turnover in past three years. The vendors/Agency are requested to provide the sample 

of the carpet along with their technical bids. Without the samples, the technical and 
price bids of the vendors/ agency will not be opened.

Envelop -B         containing sealed Price Bids

  The agency/ vendor will be shortlisted for the technical part 'A' above. The price bids of those 

vendors/agency who are found to be technically eligible will be appeared on a notified date 

and time.

Envelop- C      Earnest deposit money of Rs 21,000.00  by DD favoring Registrar, IISER Mohali'           

                                          


